
K e y  F e a t u r e s B e n e f i t s
Aluminum body and shackle with 
non-conductive vinyl cover design

Delivers protection against electrical hazards for maximum safety, specifi cally in 
lockout/tagout applications

Long body design Allows safety message to be displayed on the padlocks in two languages

Available in eight assorted colors Provides quick visual color identifi cation to enhance safety and security of 
departments and energy sources

Key retaining Key cannot be removed from padlock when open, to reduce the risk of losing the key 
and to ensure that padlock is secure on lockout device

Keying options Padlocks can be ordered with keying options: keyed-differently, keyed-alike, and 
master-keyed for fl exible key system implementation to accommodate a wide range of 
lockout applications

Safety Padlocks and Kits
Safety is an essential element of risk mitigation throughout 
the physical infrastructure. Panduit introduces new long body 
non-conductive padlocks, designed specifi cally for lockout/
tagout applications to help reduce the risk of electrical hazards 
while providing high security. All Panduit lockout kits, lockout 
stations, and the group lockout box include non-conductive 
padlocks, contributing to the protection of employees from 
unexpected hazards while meeting safety and regulatory 
requirements. In addition, Panduit offers high security and 
laminated steel padlocks for application fl exibility. These are 
part of a comprehensive line of safety and facility identifi cation 
products to optimize workplace safety and aid in compliance.
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N o n - C o n d u c t i v e  L o c k o u t  P a d l o c k s

Part Number Color

Std.
Pkg.
Qty.

Body Height 1.77" (45.0mm)
PSL-8BL Black 1

PSL-8BU Blue 1

PSL-8GR Green 1

PSL-8OR Orange 1

PSL-8 Red 1

PSL-8YL Yellow 1

PSL-8PU Purple 1

PSL-8BR Brown 1

Part Number Color

Std.
Pkg.
Qty.

Long Body Height 3.00" (75.9mm)
PSL-8BL-LB Black 1

PSL-8BU-LB Blue 1

PSL-8GR-LB Green 1

PSL-8OR-LB Orange 1

PSL-8-LB Red 1

PSL-8YL-LB Yellow 1

PSL-8PU-LB Purple 1

PSL-8BR-LB Brown 1



High Security Padlocks 

K e y  F e a t u r e s B e n e f i t s
Ultra-compact aluminum body with 
anodized aluminum fi nish design 

Can withstand extreme weather and environmental conditions for improved durability and 
enhanced corrosion resistance; compact size 1 1/4" x 1 3/8" body (compared to 1 1/2" x
1 5/8" body for the PSL-7 series padlocks) 

Available in eight assorted colors Provides quick visual color identifi cation to enhance safety and security of departments and 
energy sources

Keying options Padlocks can be ordered with keying options: keyed-differently, keyed-alike, and 
master-keyed for fl exible key system implementation to accommodate a wide range 
of lockout applications

Five-pin cylinders Provides a large number of key change options for increased security and safety

A l u m i n u m  C o m p a c t  P a d l o c k s 

Part Number Color

Std.
Pkg.
Qty.

Shackle Height 1.00" (25.4mm)
PSL-12BL Black 1

PSL-12BU Blue 1

PSL-12GR Green 1

PSL-12OR Orange 1

PSL-12 Red 1

PSL-12YL Yellow 1

PSL-12PU Purple 1

PSL-12BR Brown 1

K e y  F e a t u r e s B e n e f i t s
Solid aluminum body with anodized 
aluminum fi nish design  

Can withstand extreme weather and environmental conditions for improved durability and 
enhanced corrosion resistance

Available in eight assorted colors Provides quick visual color identifi cation to enhance safety and security of departments and 
energy sources

Keying options Padlocks can be ordered with keying options: keyed-differently, keyed-alike, and 
master-keyed for fl exible key system implementation to accommodate a wide range 
of lockout applications

Six-pin cylinders Provides a large number of key change options for increased security and safety. 

Part Number Color

Std.
Pkg.
Qty.

Shackle Height 1.00" (25.4mm)
PSL-7BL Black 1

PSL-7BU Blue 1

PSL-7GR Green 1

PSL-7OR Orange 1

PSL-7 Red 1

PSL-7YL Yellow 1

PSL-7PU Purple 1

PSL-7BR Brown 1

Part Number Color

Std.
Pkg.
Qty.

Shackle Height 3.00" (76.2mm)
PSL-7BL-LS Black 1

PSL-7BU-LS Blue 1

PSL-7GR-LS Green 1

PSL-7OR-LS Orange 1

PSL-7-LS Red 1

PSL-7YL-LS Yellow 1

PSL-7PU-LS Purple 1

PSL-7BR-LS Brown 1



Part Number Color

Std.
Pkg.
Qty.

Shackle Height 0.75" (19.3mm)
PSL-6BL Black 1

PSL-6BU Blue 1

PSL-6GR Green 1

PSL-6OR Orange 1

PSL-6 Red 1

PSL-6YL Yellow 1

Part Number Color

Std.
Pkg.
Qty.

Long Shackle Height 2.00" (46.8mm)
PSL-6BL-LS Black 1

PSL-6BU-LS Blue 1

PSL-6GR-LS Green 1

PSL-6OR-LS Orange 1

PSL-6-LS Red 1

PSL-6YL-LS Yellow 1

Designed with galvanized layers and hardened steel shackle with 
double-ball locking mechanism to provide protection from cutting, prying, 
and rusting for maximum durability and reliability. Laminated steel padlocks 
are available in six vinyl bumper colors for quick visual identifi cation of 
departments or energy sources to enhance safety and security.

Part Number Color

Std.
Pkg.
Qty.

Short Shackle – 1.00" (25.4mm)
PSL-9 Silver 1

Part Number Color

Std.
Pkg.
Qty.

Long Shackle 2.50" (63.5mm)
PSL-9-LS Silver 1

Locks are created with a solid brass body with a chrome fi nish and stainless 
steel shackle for use in severe weather and environmental conditions. 

Part Number Color

Shackle 
Diameter

In.

Shackle 
Diameter

mm 

Std.
Pkg.
Qty.

PSL-CS Red 0.20 5.2 1

Flexible steel shackle allows movement of the lock body in order to close the 
panel door. Flexible steel shackle works with most circuit breaker lockout devices.

If your application demands specialized, lockout padlocks, Panduit offers many 
options of customized padlocks. Options include:

• Keyed-alike
• Master-keyed
• Keyed-alike and Master-keyed
• Engraving

Fill out the Customized Lockout Padlock order form with your desired options, 
engraved text, and quantities, and Panduit will create the specifi ed padlocks. 
Look for the Icon displayed on the left at www.panduit.com/customforms to 
download electronic copies of the Customized Lockout Padlock order form (GA2-0060). 

Laminated Steel Padlocks

H a r s h  E n v i r o n m e n t  P a d l o c k s

F l e x i b l e  S h a c k l e  P a d l o c k

C u s t o m i z e d  L o c k o u t  P a d l o c k s



Additional Products
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Lockout stations are designed specifi cally for lockout/tagout application to reduce 
the risk of electrical hazard and to provide increased safety and security. Each 
station is made of rugged and rust-proof polycarbonate material with the option 
of permanent wall-mounting.

Part Number Part Description

Std.
Pkg.
Qty.

PSL-GLBN Group lock box. 1

Group lock box is built with an exclusive tamper-resistant sliding lid design that 
keeps keys from being accessed until all padlocks are removed. Group lock boxes 
hold up to 13 padlocks.

Part Number Part Description

Width Height Std.
Pkg.
Qty.In. mm In. mm

PSL-20SA Lockout station only, 20-person. 23.00 584.2 23.00 584.2 1
PSL-20SWCA* Lockout station with components, 20-person. 23.00 584.2 23.00 584.2 1

PSL-10SA Lockout station only, 10-person. 11.50 292.1 23.00 584.2 1

PSL-10SWCA Lockout station with components, 10-person. 11.50 292.1 23.00 584.2 1
PSL-4SA Lockout station only, 4-person. 11.50 292.1 11.50 292.1 1

PSL-4SWCA Lockout station with components, 4-person. 11.50 292.1 11.50 292.1 1

Lockout kits are designed specifi cally for lockout/tagout applications. Each kit 
provides a selection of devices commonly used by electricians, electrical 
contractors, and MRO personnel to provide a full solution for the job.

Part Number Part Description

Std.
Pkg.
Qty.

PSL-PK-EA Electrical Lockout Kit. 1

PSL-KT-CONA Contractor Lockout Kit. 1

PSL-KT-MROA* Maintenance Lockout Kit. 1

PSL-KT-PWR Power and Panel Distribution Lockout Kit. 1

*Part pictured.

*Part pictured.

L o c k o u t  K i t s 

L o c k o u t  S t a t i o n s 

G r o u p  L o c k  B o x


